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AND ACCESSORIES
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These jobsite-ready, one-piece clamps are used to quickly and securely 
install pipework for heating, plumbing and electrical installations. 

FEATURES AND BENEFITS
•   For use with copper, steel, PEX and CPVC pipe
•   For full range of pipes sizes ½ in. to 4 in.
•   Clamps can be interlocked for running multiple pipes together

SELF-CLOSING CLAMPS  
AND ACCESSORIES
SIMPLIFIED PIPE 
INSTALLATION  

SELF-LOCKING MECHANISM ALLOWS 
FOR QUICK AND EASY PIPE MOUNTING, 

REDUCING INSTALLATION TIME 

Plenum rated and listed 
to ASTM E-84, meeting 
safety standards

PUSH PIPE TO SET AND LOCKPLACE PIPE INTO CLAMP

To unlock, simply apply pressure and
open the clamp.

Push to set.
Double click to lock 

into place.
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PERFECT SPACING OF HOT AND COLD WATER LINES 

        DUAL WALL BRACKET
        •   Mounts two pipes by easily sliding on two self-closing clamps
        •   Allows for 3/16 in. lateral adjustment 
        •   Secures to wood or metal studs with a single screw

MOUNTING TO METAL STRUT OR SLIDING WALL BRACKET 

        UNIVERSAL STRUT ADAPTOR
        •   For mounting self-closing clamps to struts or sliding wall brackets
        •   Suitable for use with 1-5/8 in.–13/16 in. struts
        •   Used to add pipework quickly and simply to an existing installation

MOUNTING TO THREADED ROD 

        THREADED ROD ADAPTOR
        •   Used to add pipework quickly and simply to an existing installation

MAXIMUM INSTALLATION FLEXIBILITY 
Easily add pipework to existing installations with compatible accessories.



Oatey.com LCS1953  07/24Secure with


